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POLYESTER PLATES WITH FIBREGLASS(Grp)

¥

PROPIERTIES:

Thermal-electrical insulator
Use temperature -100° to +150°
Transparente to radio waves
High resistance to corrosion
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MEASUREMENTS
REFERENCE | width (mm) | thickness (mm) | weight g/mt REFERENCE | width (mm) | thickness (mm) | weight g/mt
PL-20003S 200 3 1.152 PL-350006 350 6 4.032
PL-20003,5 200 3.5 1.344 PL-350008 350 8 5.376
PL-20004 200 4 1.536 PL-400003 400 3 2.304
PL-20006 200 6 2.304 PL-400003,5 400 3.5 2.688
PL-20008 200 8 3.072 PL-400004 400 4 3.072
PL-25003 250 3 1.440 PL-400006 400 6 4.608
PL-25003,5 250 3,5 1.680 PL-400008 400 8 6.144
PL-25004 250 4 1.920 PL-450003 450 3 2.592
PL-25006 250 6 2.880 PL-450003,5 450 3.5 3.024
PL-25008 250 8 3.840 PL-450004 450 4 3.456
PL-300003 300 3 1.728 PL-450006 450 6 5.184
PL-300003,5 300 3.5 2.016 PL-450008 450 8 6.912
PL-300004 300 4 2.304 PL-500003 500 3 2.880
PL-300006 300 6 3.456 PL-500003,5 500 3.5 3.360
PL-300008 300 8 4.608 PL-500004 500 4 3.840
PL-350003 350 3 2.016 PL-500006 500 6 5.760
PL-350003,5 350 3.5 2.352 PL-500008 500 8 7.680
PL-350004 350 4 2.688
*Other measures and colours on request
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